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ENGLISH (METRIC)
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Ceiling 
41,000 ft (12,497 m) maximum certified
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Airport Performance
(dry, level, hard-surfaced runway with zero wind) 
Takeoff distance (SL, ISA, MTOW) 3,110 ft (948 m)
Landing distance (SL, ISA, MLW) 2,380 ft (729m)
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Maximum Cruise Speed 
340 KTAS (630 km/hr) at 35,000 ft (10,668 m)
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Engines 
Two Pratt Whitney PW615F
Takeoff thrust 1,460 lbs ea. (6.49 kn)
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NBAA IFR Range 
1,167 nm (2,161 km) full fuel, maximum takeoff weight
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Outside Dimensions 
Wingspan 43'2" (13.16 m)
Overall height 13'5" (4.09 m)
Overall length 40'7" (12.37 m)
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Cabin Dimensions 
Height 54" (1.37 m)
Width 55" (1.40 m)
Length (excluding cockpit) 117" (2.97 m)
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Exterior Baggage Capacity 
Volume 57.0 ft3 (1.61 m3)
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Design Weights & Fuel Capacity
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Full Fuel Payload
With one pilot (200 lbs)
600 lbs (272 kg)
Maximum takeoff weight
8,645 lbs
Note: Performance conditions are based on the International Standard Atmosphere. Takeoff and landing field lengths are based on level, hard-surface, dry runways with no wind. 
*Reflects standard aircraft with typical options, typical interior and unusable fuel and oil. 
**Amount of payload and fuel that can be carried, over and above crew (based on ramp weight). 
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